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PREFACE

ey

This report describes two numerical computer models which can be used to
estimate the transformation of a wave field from deep to shallow water. The
models are based on the same theory as presented in the SPM, but represent
an improvement in the technique used to obtain and interpret results. The
work was carried out under the waves and coastal flooding program of the U.S.

" Army Coastal Engineering Research Center (CERC).
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The report was prepared by Jon M. Hubertz, under the general supervision
of Dr. C.L. Vincent, Chief, Coastal Oceanography Branch, Research Division.

Comments on this publication are invited.
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CONVERSION FACTORS, U.S. CUSTOMARY TO METRIC (SI) UNITS OF MEASUREMENT

Ue.Se. customary units of measurement used in this report can be converted to
metric (SI) units as follows:

Multiply by To obtain
inches 25.4 millimeters
2.54 centimeters
square inches 6.452 square centimeters
cubic inches 16.39 cubic centimeters
feet 30.48 centimeters
0.3048 meters
square feet 0.0929 square meters
cubic feet 0.0283 cubic meters
yards 0.9144 meters
square yards 0.836 square meters
cubic yards 0.7646 cubic meters
miles 1.6093 kilometers
square miles 259.0 hectares
knots 1.852 kilometers per hour
acres 0.4047 hectares
foot-pounds 1.3558 newton meters

millibars
ounces

pounds

ton, long
ton, short

degrees (angle)

Fahrenheit degrees

1.0197 x 1073
28.35

453.6
0.4536

1.0160
0.9072
0.01745

5/9

kilograms per square centimeter

grams

grams
kilograms

metric tons
metric toms
radians

1 |

Celsius degrees or Kelvins

170 obtain Celsius (C) temperature readings from Fahrenheit (F) readings,

use formula: C = (5/9) (F -32).

To obtain Kelvin (K) readings, use formula:

K = (5/9) (F =32) + 273.15.
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1 PREDICTION OF WAVE REFRACTION AND SHOALING
‘ USING TWO NUMERICAL MODELS

by
Jon M. Hubertz

T S e e ———ly

I. INTRODUCTION

This report discusses two numerical computer models which can be used to
estimate the refraction and shoaling of waves from deep to shallow water. The
: models are based on the methods for estimating refraction due to bathymetry in
. Section 2.3 of the Shore Protection Manual (SPM) (U.S. Army, Corps of Engineers,
: Coastal Engineering Research Center, 1977) but have features which make it
easier to obtain and interpret the results. Both models estimate wave height
and direction in a specified area when provided with an initial wave height
and direction on the boundary of the region. One model considers propagation
of a monochromatic wave along a ray; the other model propagates frequency com-
ponents of a wave spectrum,

In the wave ray approach, the movement of a wave front is defined in terms
of rays perpendicular to the wave front. Wave heights are calculated along the
rays. The model which uses this method is documented by Poole, et al. (1977).
» In the wave spectra approach, wave height and direction are available at grid
points over a specified area as a function of wave frequency. This model is
based on the work of Noda, et al. (1974) and described in detail by Wang and
Yang (1977). A modification of this program at CERC uses monochromatic wave
trains. The monochromatic version is used in this report; however, the spec-
tral version is available.

a

A major difference between the two models is that in the wave ray approach,
values are available only along the rays. In the spectral model (used either
spectrally or monochromatically), the wave values are available only at evenly
spaced grid points.

IT. APPLICATION OF MODELS

' Both models are based on linear wave theory and are limited by assumptions
‘ which make that theory valid (see SPM, p. 2-6). Both models assume the con-
| servation of wave energy. In the wave ray model, energy is conserved between
two adjacent rays; in the spectral model, energy is conserved within frequency
{ bands. This implies there is no flow of energy between waves of different fre-
| quencies. The results of both models are valid only for monochromatic wave
, trains. The effects of refraction and shoaling on waves of different fre-
: quencies can be examined by making multiple rums.
|
I
1

The most important input to either model is the bathymetry specified at

grid points over the region of interest. For best results, large variations

in depth should not occur over horizontal distances of about one wavelength.
: It is easier to obtain bathymetry with these characteristics by using the

. methods presented in Herchenroder (in preparation, 1981). The remaining input

to the models is a specification of wave height, period, and direction along
the models' seaward boundary. Lacking any measurements or first-hand knowledge
of deepwater wave conditions at a site, probable values for wave height and
i period can be estimated from Thompson (1977). Probable wave direction would
‘ have to be estimated from other available sources of information; e.g.,

—————— . -
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predominant wind direction from the National Weather Service. The wave Infor-
mation Study, underway at the U.S. Army Engineer Waterways Experiment Station,
should also be useful in providing wave climatology at a site.

A limitation of both models is the lack of terms in the equations repre-
senting processes known to occur in nature. Both models are propagation models
and do not consider effects from wind, other waves, bottom frictional attenua-
tion, wave breaking, or reflection and diffraction. Studies are underway at
the Coastal Engineering Research Center (CERC) to include some of these effects
in future models.

III. EXAMPLE OF MODEL APPLICATION

Both models are applied to an area in the vicinity of the CERC Field
Research Facility (FRF) at Duck, North Carolina, to illustrate the type of out-
put from each model. Some comparisons are also made to wave measurements taken
near the research pier.

Bathymetry in the vicinity of the pier was surveyed in September 1978. The
survey data were processed using the techniques described by Herchenroder (in
preparation, 1981) to obtain evenly spaced values of depth., Contoured bathym-
etry for a grid of 50 by 50 lines near the research pier is shown in Figure 1.
The cell size was chosen as 82 feet (25 meters); therefore, the grid is 4,018
feet (1,225 meters) on a side.

50 L SNLINLSLENR IO O O At B A R T

12
45

LI e e AL

J‘
~
~

40

35

rg
55

30

25

l,fl[Tfl
~ J
“w

20

s

|

.o:—‘\\______,af“i )
" “\\‘—/r\k‘Pwr
5 5
o
h-\—" e ! (
R 0 15 20 25 30 35 40 45 50

Figure 1. Contoured bathymetry near CERC's pier (September 1978 survey).
Contour interval is in meters; grid interval Ax = Ay = 25 meters.
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Deepwater wave conditions used as input to the models were determined from
Waverider measurements made on 13 September 1978. Input wave conditions for
both models are a period of 7.3 seconds, a wave height of 4.2 feet (1.3 meters),
and a direction (from which waves are propagating) of 17° counterclockwise from
the pier facing seaward.

An example of output from the wave ray program is shown in Figure 2, In-
formation of this type is provided along each ray from its initial to final
point. A discussion of these output parameters and other details of the pro-
gram are contained in the program documentation available at CERC. Results
from one of the plotting options of the program are illustrated in Figure 3
by a diagram of wave rays showing the convergence and divergence of rays as
they proceed from their initial point offshore toward the shore. Since it is
assumed that wave energy is conserved between rays, the energy as the rays
converge is confined to smaller areas and results in higher waves. Unrealis-
tically high waves may be predicted in some instances due to the limitations
of the theory. No specific criterion is currently available to define such
cases; the results must be interpreted carefully in areas of ray convergence.
An aid in interpretation is the beta or ray separation factor B. When this
factor approaches zero, calculated wave heights are not valid. How far from
zero beta has to be for valid results is a question under investigation. At
present, the results obtained in the range -0.5 < B < 0.5 are questionable.

An example of the output from the spectral model is shown in Figure 4. In
comparison to the wave ray model in Figure 3, both models are shown to predict
similar patterns of ray convergence and divergence. It is difficult to deter-
mine if the ray patterns shown in Figures 3 and 4 accurately depict the actual
pattern of waves at the pier for the given angle of approach. A qualitative
judgment can be made by comparing a photo of the CERC radar scope (Fig. 5) to
the ray diagrams. The continuous white segment across the bottom of the photo
is the radar reflection from the shoreline. The line at the center of this
segment and perpendicular to it is the pier. The white spot in the center of
the photo is the end of the pier where the radar is situated. The other white
line segments are reflections from wave crests. A line traced perpendicular
to these crests is a wave ray. The pattern of wave crests in Figure 5 shows
that there will be a convergence of wave rays to the right of the pier and a
divergence to the left. This is also apparent in the ray patterns in Figures
3 and 4 which indicate the model results are qualitatively correct. A com-
parison of the wave height measured along the pier and that calculated with
the two models is shown in Figure 6.

Wave heights are available at each grid point from the spectral model and
are plotted from the grid line parallel and closest to the pier. Wave heights
from the ray model are available along each ray at points indicated by a (+)
in Figure 3. The interpolation program used to obtain evenly spaced bathym- i
etry was also used to obtain wave heights at the grid points of the spectral i
model using the unevenly spaced wave heights from the ray program. The plotted '
wave heights for the ray model are thus interpolated values which lie along
the same grid line as chosen for the spectral model. Little variation in wave
height is indicated from the spectral model. Larger variations are shown for 1
the ray model but that at grid point 25 is suspect since the beta factor is
less than 0.5 at that point along the ray and such a difference in significant
wave height over one grid distance is unreasonable.




Tk watal>

T PR P M2 W

- pms et A

T Gawbind

!

ol

P Tt SR

o A AR R . LSRN\ it ¢

o

‘wea8oad Aer ay3 jo andino ajdwes -z aand1yg

AMYONNOR (3HIVIN 80344015 AVY

f6°9 sniti £int Sontt L1t CTRER S B Y ) Yo' YO al® "L
trn®e 4801 66n° sun®t evol 0g*tel 15°% fu'Sye Lo 6l 04
o'y 0G0°%% 2ng! angy i5°u! 69°gsl 9s°1t 92°fue ot 6f° s9
Lr's Lto*t L64° nge*t Li*v2 ce*(rt gi®ni 60*lue nie afe 09
20%q 260" (YA M s02°t we*12 95°.S1 199l YL g1 L1 L1
G9°n 2Le° LYY gty au*e? ov* el go'al LE Rl ee* L 19
£e°n 656° gng* niott 16°¢2 Ls*nit qutl2 65°%Lc" age Qe Sn
CI one’ fhe 6l0°1 iL*ne Te*0Rl  so'e2 CEMT S og* gL on o
LT3 ons® L6o* 2uneg 69° 42 22°.91 cu*q? 9= nge nie (11 -
20°n §£56° 19¢° gty LASE T4 2Ll*s6l €52 16°¢L bf* (A 0g
oi*n woe' 11 2%0°y 61%¢L2 in*gel  al®e? Litel- no’ 21 LY4
to*n §26° 00s° 1s0°1 fo°L2 te*g02 L1°1€ §2%wie ent 11* 02
b6’ ale® I1f6° fE0°1 As*e2 §9°902 np¢¢ S6'lLe ne® oye S
lo't qle* §9n0° aln*t XAl altgle le'st Q9L X% qo* vl
regtg sie* 960° non’ fue? SL*ytle  wwtLg gntiL- (T Lo S
0e*n o0u*l oou'y ovncy Rs LS w212 s9°¢ni potgyL- 69 Q(* t
(14} 43102 4143V 4 4302 (21871 4) () eW}! (930) t*1n’N) (*Iw®N)
Il 4n ONTTYONS vidd NOTLJDvH 43N d4as “ianI Hig3l 119nY A X ir10d

T = ON 138°*°1 2 0N avy
T 2 300) x08dd% w011A6°°°G 2 INIDIVAS LSINN°*°0%1 = 9NTIvgg Ava®®®335 61°¢ 2 4316 i1 Y45 06°L = ualnle

930 0°F w3V 4 2°nzut D6 §0L2) AONLS NOTLVWENISKNTYNL FAVe 4M4

. ™ - - our T - e— e = o .- - ——— —— — — o m——— e U I.V“\‘..




T e e Ty o

-4

e

+ Position of Wave Data Printout
.
0.54 059 065 070 0.76

L

1

027 032 0.38 043 0.¢

0.16 0.22

0.05 |-

0

Alongshore Distance (X,nm)

Sample ray plot showing pier location and

bound

Figure 3,

aries of grid used in spectral model,

e e




-

[ T e e I I ey
D L ™ T R I L L A e R A
—
Q
e - T R e I I e g
Q
g e A T RS B ] P =4
~
P L ™ T S R e T I R R [4+]
[V
- FSiee]
B e e e . B e I S S s B )
v v
\O\.‘\‘\.\‘\O\‘\Q\O&\l\‘\‘\‘\‘\‘\\\\‘\b\bAA\A\l wnwm
ob
s T i e T e @ A
SR
)
e T e T T i e I S fe]
g
e e e e e e e e e S .
s Q)
00— o £
o o—
i A e e A S I, P S ) — ot
— e e - =~ S 5 N N N N N7 .mm
o s e R ao N
—
- g
B e S T T R o o PR N B S I S o]
e B
a w &
A e 8 e B b A A b s et A et 4 4 et 4 e 4 4 e oy  —y - Q
U ~
\'\A\‘\Q\O\O\h\‘\\l\.4\0\0\‘\d\d\0\‘\\.\\l\l\a we
3 c
b e ot o A A At A e ot a4 s =t s —t 4 ¢ 4 _4 —¢ — 4 —a oy 4
Ll
o =
o e v o e s e A A A A A A A A A A A A A A A oA A e
[ =l
o « E
T . T e A e I e B e A A B —
a3
\‘\‘\Q\#\‘\.\‘\‘\.\b\l\.‘\b\.\\o\‘\c\l\l\o\t\‘\l\‘b ._
.
T R e N e e K
N v
T e R e I e ~
S
A S T e A e A S e S B e B ) o
e
T T I I e el
\A\A\n\o\o\;\o\c\c\c\.\a\a\‘\t\b\{\ﬁ\\k\g\c\t\A.\-

et e mkan o e A e

a2,




¥
j
i
&

B

*a7Tw TEDIInEU GZE'Q ST @8uey ‘*i121d JO pus B 1EpEI
S,0¥3D) woiy *g/e1 1aquaidag €T

I e e e R
: ALY

00€z

¢s31$910 9aem JO aBewT iepey

*¢ @and1j3

ittt i




[T S e sioraniion: L o WL TSRS adi aen N G . T ST NG 5 Y- © 5 e e IR RS ek’ o
e/

rvrrrrryrrr e YT T TR T T T T T T T T T T T T T T T T T T T
61 -
- 00
s sh [e] <) o J
:‘_,’ . 9 oo 0600
z .l o. Q°°°.....6°°° .°°.~..|....QOQQOOOOOO..OOC.QjD
3 [}
J : 00° 000°%" «
3 3} 4
= L) X
; ‘ LI
; 2 O x -
i X ® Spectrol Model
- 1 Wb Q O Ray Modei 4
[0 X Observed Sepl. 13,1978
) Pier
1 U paiy -
4 \\. -
- (X1 o \ -
= \_____\ p
1 =20} ™~ i
- § - \'\. T ————— - N
. ol e -~ —— n
. L T ——— 4
iy ~—
v 40 U WY NS WS W S W U U N S W S N N U U N SN W WA S NN SN N SA GNN NN SO S A N A VA SN S N SN S PN B N U R
’ [+] L] 10 13 20 25 30 38 40 43 $0
/5 Distance Otfshore {Grio Intervals 8X =25m = 8211}
Figure 6. Comparison of measured and calculated wave heights.

Both model results and observations indicate that there is probably little
3 variation in wave height from the seaward boundary of the models to the region
near the end of the pier. Landward of this point the observations indicate
greater reduction of wave height than indicated in the model results. This
attenuation is assumed to be due to frictional and diffractive effects which
are not simulated by these models.

Questionable values of wave height and direction can be generated by the
spectral model in areas of convergence just as with the ray model. If a value
of wave height or direction differs by what could reasonably be expected over
a distance of one grid block (82 feet in this case), it probably is not valid.
As a rough estimate, wave height changes of more than 20 percent in the dis-
tance of one wavelength should be considered questionable. To obtain a more
representative value, a neighboring value or average of values can be used.
Work is underway to improve both models in those cases where results are not

L ! valid.

IV. SUMMARY

'1 This report has discussed two numerical models which allow a wave field
| to be transformed by the process of refraction and shoaling from offshore to
- nearshore. One model (WAVE, 720X6R1CH0) gives results along wave rays; the
| other model (SYLT, 720X6R1CF0) gives results on a horizontal two-dimensional
| grid of points. Both models are based on linear wave theory and hence are
‘ limited by the assumptions of the theory.

Examples of model output are presented by an application to an area near
the CERC Field Research Facility. Model results and field measurements of
. wave direction and height are compared. The ray model (720X6R1CHQO) and the
! finite-difference grid model (720X6R1CF0) may be obtained from the CERC ADP
} coordinator, Kingman Building, Fort Belvoir, Virginia 22060-5196 or from the
Engineering Computer Program Library (ECPL), U.S. Army Engineer Waterways
Experiment Station, P.0. Box 631, Vicksburg, Mississippi 39180. Documen-
: ! cation to assist the user in running the models is also available.

. e s 7
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